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DESCRIPTION

Unit : mm (inch) 

DIMENSION    

FEATURES    

SPECIFICATIONS          

PRODUCT LINE CONNECTIONS
HD-TVI

CAMERA

HD CVI-TVI-AHD-ANALOG FISHEYE CAMERA
AVC-PT91FLT

1920 x 1080
Progressive Scan

Internal
HD-TVI, CVI, AHD, 960H

Color : 0.01Lux, BW : 0.01Lux 0Lux (IR On)
Digital

1/30s ~ 1/60,000s
Auto
Auto
True

>50dB
DC 12V (±10%), 400mA

-4°F ~ 140°F (-20°C ~ 60°C) / 10% ~ 90% Relative Humidity
14°F ~ 122°F (-10°C ~ 50°C) / 10% ~ 90% Relative Humidity

HD Camera Cable Power Connector HD Camera Power Connector Cable Mouse

Power Connector Local Local Mobile phone WAN Local13 P2P Cloud 14 HD DVR15

Image Resolution
Scanning Area

Sync. System
Video Output

Min. Illumination
WDR

Electronic Shutter Speed
White Balance

Auto Gain Control (AGC)
Day & Night

S/N Ratio
Power

Storage Environment
Operating Temperature

AVC-PT91FT
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