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Installation Guide

Part Description & Dimensions

AHD AF IR CAMERA

Installation

Unit: mm
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1. Remove the camera from the box first. Connect the video cable and power cable

     to the video output jack and DC power input jack, respectively (FIG.1), and then

     secure the camera to the wall (FIG.2). 
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2. Adjust the five adjustment screws to move the camera to the desired angle, and

    then tighten the adjustment screws (FIG. 3-FIG.8).



3-1. USER OSD SETTING

　　A. 　(UP)

　　B. 　(LEFT)

　　C. 　(RIGHT)

　　D. 　(DOWN)

　　E. SET : Executes se lect ions and d isp lays a submenu for an

　　　　　  i tem wi th the　　mark.　

: Press to move the cursor upwards or to se lect

  i tems.

: Press to move the cursor to the le f t and to se lect

  or ad just the parameters o f the se lected i tem.

  The parameters changes each t ime th is but ton is

  pressed.

: Press to move the cursor to the r ight and

  se lect or ad just the parameters o f the se lected

  i tem. The parameters changes each t ime th is 

  but ton is pressed.

: Press to move the cursor downwards or to se lect 

  i tems.
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3. Connect to an Up-the-Coax (UTC) digital recorder that supports AHD-Coaxial

    protocol. Then use the 8-directional buttons (FIG. 9) to adjust settings for the

    best images.


