
Battery Charging
Charging the battery at 350mA (jumper ON) 
takes longer, but consumes less power. 
Charging the battery at 700mA (jumper OFF) 
takes less time, but consumes more power.

high/Low Bias
Place the A+ and B- jumpers on LOW only if the 
2-Door Expansion Module is at the beginning 
(Start Point) of the E-bus Network. Otherwise, 
place the A+ and B- jumpers on HIGH

eoL
Place the EOL jumper ON if the 2-Door 
Expansion Module is at the Start Point or at the 
End Point of the E-bus Network. Otherwise, 
place the EOL jumper OFF.
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The 2-Door expansion module (CA-A470-A ), does not support zone doubling.
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Always consult the 
regulatory agency in your 
area for existing regulations 
regarding doors designated 
as emergency exits.

Reader and keypad wiring 
may differ from the 
diagram. Please consult
your dealer for details.

EMERGENCY

PULL DOWN

Outputs: 6 open collector, 25mA Sink
Aux. Current:  500mA (max.)
Battery:  low battery = 10.2VDC
 low battery restore = 12.2VDC
 low battery cut-off = 8.5VDC
Operating temp.:  5°C to 55°C (41°F to 133°F)
Maximum 3 CA-A470-A modules per CT-V900-A

teChniCaL support
CDV americas

tel: (450) 682-7945 • toll free: (866) 610-0102
ext: 223

www.cdvamericas.com
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2-Door expansion Module Ca-a470-a Diagram Connection

JuMper settings

ADD1 and ADD2 determine the 2-Door Expansion 
Module’s address, regardless of the order that they 
are connected to the controller.

Dip switCh settings

speCifiCations

Specifications may change without prior notice. Printed in Canada 15/12/2006

BACKUP 1 & 2 
determine what the 
CA-A470-A will do in 
stand-alone mode


