




Specification

Hybrid Appliance

Product Image

Model Name

CPU Model

Maximum Channel

Capture Card

Recording Performance

Operating System

Compression

Remote Client 

Remote Client OS

Mobile Client Platform

HDD Bays

External Storage

Ethernet Port

External Ports

Audio 

Voltage

Power Consumption

Dimensions (H x W x D)

Weight (without HDD)

Temperature (Operating with HDD)

Humidity (Operating) 

Supported Languages

NH-4500-PRO

Intel Haswell i5-4570S, 2.9GHz

4 bays

2x USB 3.0, 4x USB 2.0

400w

177 x 482 x 502  mm

17.6 kg (38.8lbs)

NH-4500-ENT

Intel Haswell i7-4770S, 3.1GHz

64

SCB-6000S, SCB-7000S, SCB-7100, SCB-8000 Series

Please use our online calculator tool for estimation: http://www.nuuo.com/calculator/

Windows 7 Professional 64 bit / Windows 7 Ultimate 64 bit 

H.264, MPEG-4, MJPEG, MxPEG (depends on IP camera)

Remote Live Viewer (Software), Remote Live Viewer ( Web), iViewer (Mobile App)

Windows 2008, Windows XP (32-bit), Vista (32-bit), Win7, Win8, Win8.1 (32 and 64-bit)

iPhone, iPad, Android

6 bays

iSCSI

2 x Gigabit Ports, RJ45

2x USB 3.0, 4x USB 2.0

Two - way

100 - 240V

400w

177 x 482 x 502  mm

17.6 kg (38.8lbs)

0° C ~ 40°C (32°F ~ 104°F)

5% ~ 95%

NH-4500-EXT

Intel Xeon E5-2620, 2.0GHz

8 bays

2x USB 3.0, 6x USB 2.0

700w

177 x 482 x 600  mm 

21 kg (46.2 lbs)

Albania, Bulgarian, Chinese (Simplified), Chinese (Traditional), Croatian, Czech, Danish, Dutch, English, Farsi, Finnish, French, German, 

Hebrew, Hungarian, Italian, Japanese, Korean, Norway, Polish, Portuguese (Brazil), Portuguese (Portugal), Romanian, Russian, Serbian, 

Slovak, Slovenian, Spanish, Swedish, Thai, Turkish

Product Image

Model Name

Type

Embedded License

CPU

Server Operation System

Number of Drives

Max Storage Per Drive

Max Internal Total Storage

Recording Throughput

I/O Interface

LAN

LAN Transmission Speed

Voltage

Power Consumption

Dimensions (H x W x D)

Weight (without HDD)

Temperature (Operating with HDD)

Humidity (Operating)

3rd Party Support

External I/O Box

CT-8000IP-P-32

Rack-mount 2U

32ch

Intel Core i5

Win7 Ultimate 64bit

7xSATA II

4TB

28TB

Up to 250Mbps

2 x USB3.0; 2 x USB2.0; 1 x eSATA (for DAS)

2 x Gigabit Port, RJ45

10/100/1000 Mbps

100~240V

Full loading: 160W Max: 500W

88 x 447 x 583 mm

13.2 kg (29.1 lbs)

Operating: 0°C~40°C

Operating: 5%~95%

Support third party Point of Sale, Access Control and License Plate Recognition

External I/O box SCB-A08 (RJ-485 to RJ-45)

CT-8000IP-P-25

25ch

CT-8000IP-P-36

36ch

IP Appliance

Model Name

IP License

Product Image

SCB-IP+32

32

SCB-IP+36

36

SCB-IP+64

64*1

SCB-IP+04

4

SCB-IP+01

1

SCB-IP+08

8

SCB-IP+12

12

SCB-IP+16

16

SCB-IP+25

25

*1. The maximum number of camera connections depends on the server’s hardware configuration and the total bit rate of the IP cameras. Please check NUUO Calculator on  http://www.nuuo.com/wiki.php

IP+ NVR

www.nuuo.com



Specification

H.264 Hardware Compression Capture Card SCB 6000S Series

Model Name

Video/Audio Inputs

Max. Cards Per Server

Display Rate (NTSC/PAL)

Recording Rate [CIF] (NTSC/PAL)

Recording Rate [D1] (NTSC/PAL)

Power Consumption

Video Resolution

Dimensions (W x H)

Product Image

SCB-6004S

4 / 4

4

120 / 100 fps

120 / 100 fps

30 / 25 fps

7W

SCB-6016S

16 / 16

4

480 / 400 fps

480 / 400 fps

120 / 100 fps

9W

SCB-6008S

8 / 8

4

240 / 200 fps

240 / 200 fps

60 / 50 fps

8W

NTSC : 176 x120, 352 x 240, 704 x 480, PAL: 176 x 144, 352 x 288, 704 x 576

188 x 121 mm

H.264 Hardware Compression Capture Card SCB 7000S Series

Model Name

Video/Audio Inputs

Max. Cards Per Server

Display Rate (NTSC/PAL)

Recording Rate [D1] (NTSC/PAL)

Power Consumption

Video Resolution

Dimensions (W x H)

Product Image

SCB-7004S

4 / 4

4

120 / 100 fps

120 / 100 fps

7W

SCB-7008S

8 / 8

4

240 / 200 fps

240 / 200 fps

8W

NTSC : 176 x120, 352 x 240, 704 x 480, PAL : 176 x 144, 352 x 288, 704 x 576

188 x 121 mm

SCB-7016S

16 / 16

4

480 / 400 fps

480 / 400 fps

9W

Capture Cards

HD SDI H.264 Hardware Compression Capture Card SCB 8000 Series

Model Name

Video Inputs

Max. Cards Per Server

Display Rate (NTSC/PAL)

Recording Rate

Power Consumption

Video Resolution

Dimensions (W x H)

Product Image

SCB-8004HD

4

4 (can be with 6000S/7000S series for more channels)

120 fps @ 1080p / 100 fps @ 1080p

120 fps @ 1080p

20W

1080p, 720p

178 x 126 mm

About NUUO
Founded in 2004, NUUO Inc. is one of the leading global surveillance solution providers known for its reliability, prompt service and 

innovative spirit. NUUO’s VMS and NVR solutions offer comprehensive recording, monitoring, and seamless 3rd party solution integration for 

IP and analog cameras.
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