
13ZDX SERIES, MOTORIZED ZOOM LENS
TECHNICAL SPECIFICATIONS
SECURITY SYSTEM


DIVISION – LEVEL 1___ 28 ELECTRONIC SAFETY AND SECURITY
                                    

LEVEL 2___28 20 00 ELECTRONIC SURVEILLANCE

LEVEL 3___28 23 00 VIDEO SURVEILLANCE

LEVEL 3__28 23 29 VIDEO SURVEILLANCE REMOTE DEVICES AND SENSORS
1 GENERAL

A. Equipment and materials used shall be standard components that are manufactured and available for purchase as standard replacement parts as long as the product is commercially available from the manufacturer.  
B. All manufactured products shall be thoroughly tested and proven in actual use.
C. All manufactured products shall include, at no additional cost, online support services and availability of a toll-free (U.S. and Canada), 24-hour technical assistance program (TAP) for emergencies.
D. The manufacturer shall repair or replace without charge, manufactured products proven defective in material or workmanship for the stated warranty period from the date of shipment. 
2 PRODUCTS

2.1 MOTORIZED ZOOM LENS (AUTOMATIC IRIS, DC DRIVE)
A. The motorized zoom lens shall be a 1/3” format, automatic iris lens, along with any accessories which may be required for a complete zoom lens system.
B. The lens shall meet or exceed the following design and performance specifications:
1. The lens shall be a “CS” mount.
2. The lens shall be used with 1/3” or smaller format cameras.
3. The lens shall provide motorized, DC drive automatic iris and motorized manual focus adjustments.
4. The lens shall provide high-resolution power in a compact body.
5. The lens shall be available with pre-set positioning as an option.
6. The lens shall include a standard 4-pin auto iris (9-pin AMP CPC for preset position version).
7. The lens shall be available in six focal lengths, 6.0mm to 36.0mm (6X), aspherical F0.95, 6.0mm to 48.0mm (8X) F1.4, 6.0mm to 60mm (10X) F1.6, 6.0mm to 90mm (15X) F1.6, 5.6mm to 112mm (20X) F1.6 and a 5.5mm to 165.0mm (30X) F1.8.
8. The lens shall have a minimum object distance of 1.0m, 1.5m for the 20X model and 1.8m for the 30X model.
9. The lens shall have a filter size of 46PO.75 mm, 46PO.75mm, 52PO.75mm, 52PO.75mm, 55PO.75mm and 72PO.75mm respectively.
10. The lens shall weigh a maximum of 0.83 kg. 
11. The lens shall measure a maximum of 3.15”H x 3.43”W x 6.57”L. 
C. Warranty
1. 24 months, parts and labor
D. Pelco Model Numbers

1. Pelco 13ZDX Series 
