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NOTE
When installing cover, over 
appliance, leave 1/4 in. 
clearance between top surface 
and hinge to allow proper 
clearance when cover is lifted.

If weather protection is not 
required, discard gasket and 
spacer, they are not needed.

M1015982 
SPACER ORIENTATION

TYPICAL FLUSH MOUNT INSTALLATION

TYPICAL SURFACE MOUNT INSTALLATION

ADHESIVE BACK GASKET

COVER ASSEMBLY

BACKPLATE FOR SURFACE 
MOUNT APPLICATIONS ONLY

ADHESIVE BACK GASKET

COVER ASSEMBLY

102721 OPTIONAL
USE ADAPTER PLATE 
WHEN ELECTRICAL BOX 
IS SURFACE MOUNTED

SPACER FOR USE WITH GASKET

6518 Isometric.eps

#6 x 1 1/4 in.
PHIL. PAN HEAD SS SCREWS
(3) PROVIDED

1.75 in.
(44mm)

3.25 in.
(82.5mm)

TOP VIEW
STI-6518

SIDE VIEW
STI-6518

5 in.
(127mm)

6.5 in.
(165mm)

G101598 GASKET
INSTALL AFTER COVER ASSY. AND

SPACER HAVE BEEN SECURELY FASTENED.
TOP EDGE OF GASKET MUST BUTT AGAINST

BOTTOM OF SPACER AS SHOWN.

M10282 COVER ASSY.

M1015982 SPACER

EXISTING STOPPER STATION

ANCHOR
(3) PROVIDED

PLACE BOPPER STOPPER
OVER APPLICANCE.

MARK AND DRILL
(3) 3/16 in. DIA.

HOLES 1 1/8 in. DEEP.

1 in. (25mm)

REMOVE ADHESIVE
BAKING PAPER

CENTER LINE
OF SPACER

UP

MAKE SURE SPACER IS
INSTALLED AS SHOWN WITH

MOUNTING HOLES BELOW CENTER LINE.

SPACER ORIENTATION

M1015982 SPACER FOR USE WITH GASKET (INCLUDED)

M10282 COVER

#6 x 3/8 in. PAN HEAD HI-LO
(3) PROVIDED
(USE WITH GASKET)

#6 x 5/16 in. PAN HEAD HI-LO
(3) PROVIDED
(USE WITHOUT GASKET)

M102721-2 (OPTIONAL) USE ADAPTER PLATE
WHEN ELECTRICAL BOX IS SURFACE MOUNTED

BACK BOX
(KIT-71100A-COLOR

SHOWN)

GASKET (INCLUDED)

REMOVE ADHESIVE
BACKING PAPER

USE (2) #6
LEFTOVER SCREWS

PROVIDED
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WARNING: This product can expose you to chemicals including Dichloromethane, which is 
known to the State of California to cause cancer, and Bisphenol A (BPA), which is known to the 
State of California to cause birth defects or other reproductive harm. 
For more information go to www.P65Warnings.ca.gov.
 
Three year warranty or a one year limited warranty (from date of purchase) on most products. 
See website for details. Electronic warranty form at www.sti-usa.com/wc14.


