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²ŜƭŎƻƳŜΗ 
Thank you for purchasing this DVR. 

This guide is designed to be a quick reference for installing the system. 

Please read this guide carefully before installing and operating the unit. 

For more detailed information, please refer to the user manual. 

If technical assistance is needed, please contact Speco Technologies Technical Support. 

 

Phone:  1-800-645-5516 option 3 

Email:  techsupport@specotech.com 

LƳǇƻǊǘŀƴǘ {ŀŦŜƎǳŀǊŘǎ ŀƴŘ ²ŀǊƴƛƴƎǎ 
 ̧ Speco Technologies assumes no liability or responsibility for any fires or electrical shock caused by improper 

handling or installation.  

 ̧ Speco Technologies is not liable for any problems caused by unauthorized modifications or attempted repair. 

 

Note: All of the installation and operations here should conform to your local electric safety rules. 

 

 

 

1. Contents 

1.1 Check Unit and Accessories 

After unpacking the unit, please check for any visible damage. Then check to make sure that all accessories are included. 

Check ǘƘŀǘ ǘƘŜ ƳƻŘŜƭ ƴǳƳōŜǊ ŀƴŘ ǎŜǊƛŀƭ ƴǳƳōŜǊ ǘƘŀǘΩǎ ƭƛǎǘŜŘ ƻƴ ǘƘŜ ƭŀōŜƭ ƻƴ ǘƘŜ ǳƴƛǘ ŀǊŜ ǘƘŜ ǎŀƳŜ ŀǎ ǿƘŀǘΩǎ ƭƛǎǘŜŘ ƻƴ 

the package label. 

 

1.2 Connections 

To quickly get started, connect the following to your recorder in the following order, please refer to Figure 1-2 (H24HRN 

shown for reference). 

 

1. Connect analog cameras to the video input ports (BNC) of the recorder. 

2. Connect a monitor to the recorder via VGA or HDMI cable (not included). 

3. Connect the included optical mouse into any USB port of the recorder. 

4. Connect the power adapter to the recorder and plug power cord into a 120VAC 50/60Hz outlet. 

5. Connect recorder to network (optional) 
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Figure 1-2 (24channel unit shown) 

 

RS485 Interface: A is TX+; B is TX-. 

 

2. Set Password and Security Questions 

2.1 Enter a password 

Note:  You will be prompted to set a Password and security questions upon initial boot up.  See Fig 2-1 

 

The default login ID and administrator username is:  admin 

 

The password strength indicator can be used as a reference.  Re-enter the password to confirm. Remember this 

password. 

 

2.2 Enter answers for two security questions.   

You can select which security questions to provide answers for.  It is important that you remember the answers for 

these questions or you will not be able to reset your password and be locked out. 

 

Note:  These questions must be answered in exact form when resetting the password and is case-sensitive. 
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Figure 2-1 
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3. Update Firmware (if necessary) 
Speco will continuously make improvements, please check the website to ensure you are running the latest firmware 

version. 

3.1 Check firmware version on recorder 

You can click StartҦSettingsҦSystemҦInformationҦ.ŀǎƛŎ Ǝƻ ǘƻ ά!ōƻǳǘ ǘƘƛǎ ƳŀŎƘƛƴŜέ ŀƴŘ ŎƭƛŎƪ ƻƴ άǾƛŜǿέΦ  ¸ƻǳ ǿƛƭƭ 

then be able to see the firmware version number and build date.  Now go to www.specotech.com, then click on Support, 

then Recorder Software updates and follow the prompts until you find the model of your recorder.  Then compare the 

ǊŜƭŜŀǎŜ ŘŀǘŜ ƻŦ ǘƘŜ ŦƛǊƳǿŀǊŜ ƻƴ ǘƘŜ ǿŜōǎƛǘŜ ǿƛǘƘ ǘƘŜ ǊŜŎƻǊŘŜǊΩǎ firmware build date.  See Figure 3-2 and 3-3. 

 

 

Figure 3-2 

 

 

Figure 3-3 

http://www.specotech.com/
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If the web has a more recent firmware version than your recorders build date, then please update your device to the 

latest firmware. 

3.2 Updating Firmware 

 

1. Copy the upgrade software into the USB storage device.  

2. Insert the USB storage device into the USB interface of the DVR.  

3. /ƭƛŎƪ {ǘŀǊǘҦ{ŜǘǘƛƴƎǎҦ{ȅǎǘŜƳҦaŀƛƴǘŜƴŀƴŎŜҦ¦ǇƎǊŀŘŜ ǘƻ Ǝƻ ǘƻ ά¦ǇƎǊŀŘŜέ ƛƴǘŜǊŦŀŎŜΦ {ŜƭŜŎǘ ǘƘŜ ¦{. ŘŜǾƛŎŜ ƛƴ 

ά5ŜǾƛŎŜ bŀƳŜέ ƻǇǘƛƻƴ ŀƴŘ Ǝƻ ǘƻ ǘƘŜ ǇŀǘƘ ǿƘŜǊŜ ǘƘŜ ǳǇƎǊŀŘŜ ǎƻŦǘǿŀǊŜ ŜȄƛǎǘǎΦ {ŜƭŜŎǘ ǘƘŜ ǳǇƎǊŀŘŜ ǎƻŦǘǿŀǊŜ ŀƴŘ 

ǘƘŜƴ ŎƭƛŎƪ ά¦ǇƎǊŀŘŜέΦ ¢ƘŜ ǎȅǎǘŜƳ Ƴŀȅ ŀǳǘƻƳŀǘƛŎally restart during upgrading. Please wait for a while and do not 

power off the DVR during upgrading.  

 

After firmware is updated, the unit will restart.  You can now remove the USB disk from the unit. 

 

4. EZ Setup 
After the system boots up, the EZ Setup wizard is displayed. See Figure 4.  If not, right click, and select EZ Setup. 

 

 

Figure 4 

Tip:  Check the άEnable EZ Setup next timeέ box to display the EZ Setup wizard every time the device is rebooted. 

 

4.1 General Settings ς Date & Time 

When booting up for the first time, the device will prompt you for time settings or go to SettingsҦSystemҦDate and 

Time for Figure 4-1 

 ̧ System Time: Set the time and date format of the system  

 ̧ DST: Toggle Daylight Saving Time On or Off 
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 ̧ Time format: Choose between 24-hour mode or 12-hour mode.  

 ̧ NTP: Specify an NTP server to synchronize the time (optional).  

 

 

Figure 4-1 

4.2 EZ Network Setup 

¶ Next, set the network of the DVR. Go to Start ŕ Settings ŕ Network ŕTCP/IP. Input IP address, subnet mask, 

gateway, etc. If using DHCP, please enable DHCP in both the DVR and the router. 

¶ Go to Start ŕ Settings ŕ Network ŕ Port. Input HTTP port (the default value is 80), server port (the default 

port is 6036). 

 

 

Figure 4-2 
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4.3 UPnP Configuration 

By UPnP you can access the DVR through IE client which is in WAN via router without port mapping.    

¶ Hit next or Click StartŕSettingsŕNetworkŕUPnP to go to the interface as shown below.  

¶ Make sure the router supports UPnP function and the UPnP is enabled in the router.  

¶ Set the DVRΩǎ Lt ŀŘŘǊŜǎǎΣ ǎǳōƴŜǘ Ƴŀǎƪ ŀƴŘ ƎŀǘŜǿŀȅ ŀƴŘ ǎƻ ƻƴ ŎƻǊǊŜǎǇƻƴŘƛƴƎ ǘƻ ǘƘŜ ǊƻǳǘŜǊΦ  

¶ /ƘŜŎƪ ά9ƴŀōƭŜέ ƛƴ ǘƘŜ ƛƴǘŜǊŦŀŎŜ ŀǎ ǎƘƻǿƴ ōŜƭƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά!ǇǇƭȅέ ōǳǘǘƻƴΦ  

/ƭƛŎƪ άwŜŦǊŜǎƘέ ōǳǘǘƻƴ ǘƻ ǊŜŦǊŜǎƘ ǘƘŜ ¦tƴt ǎǘŀǘǳǎΦ LŦ ǘƘŜ ¦tƴt ǎǘŀǘǳǎ ǿŜǊŜ ǎǘƛƭƭ άLƴǾŀƭƛŘ ¦tƴtέ ŀŦǘŜǊ ǊŜŦǊŜǎƘƛƴƎ ƛǘ ŦƻǊ Ƴŀƴȅ 

times, the port number may ōŜ ǿǊƻƴƎΦ tƭŜŀǎŜ ŎƘŀƴƎŜ ǘƘŜ ƳŀǇǇƛƴƎ ǘȅǇŜ ǘƻ άaŀƴǳŀƭέ ŀƴŘ ǘƘŜƴ ŎƭƛŎk  to modify the 

ǇƻǊǘ ǳƴǘƛƭ ǘƘŜ ¦tƴt ǎǘŀǘǳǎ ǘǳǊƴǎ ǘƻ ά±ŀƭƛŘ ¦tƴtέΦ wŜŦŜǊ ǘƻ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǇƛŎǘǳǊŜΦ ¸ƻǳ Ŏŀƴ ǾƛŜǿ ǘƘŜ ŜȄǘŜǊƴŀƭ Lt ŀŘŘǊŜǎǎ ƻŦ 

the DVR. Input the external IP address plus port in the address bar to access the DVR such as http://183.17.254.19:81. 

 

 

 

4.4 DDNS Settings 

The DDNS is used to control the dynamic IP address through domain name.  Speco Technologies provides free DDNS 

service with US-based servers. You can access to the DVR easily if the DDNS is enabled and configured. Click Startŕ

SettingsŕNetworkŕDDNS to go to the interface as shown below.   The default DDNS type will be "specoddns.net".  The 

default domain name will be shown. If invalid or taken, please select another domain name.  Click on test to check if ok.  

If so, you may now go to [your domain name].specoddns.net with Internet Explorer and access your recorder remotely. 

 



 

8 

 
 

4.5 EZ Camera Setup 

Add Camera. /ƭƛŎƪ άwŜŦǊŜǎƘέ ǘƻ refresh the list of online IP cameras which are in the same local network with DVR and 

then click  ǘƻ ŀŘŘ ǘƘŜ ǎŜŀǊŎƘŜŘ ŎŀƳŜǊŀΦ /ƭƛŎƪ ά!ŘŘ !ƭƭέ ǘƻ ŀŘŘ ŀƭƭ ǘƘŜ ŎŀƳŜǊŀǎ ƛƴ ǘƘŜ ƭƛǎǘΦ /ƭƛŎƪ to delete the added 

ŎŀƳŜǊŀΦ /ƭƛŎƪ ά5ŜƭŜǘŜ !ƭƭέ ǘƻ ŘŜƭŜǘŜ ŀƭƭ ǘƘŜ added cameras. See Figure 4-2. 

 

 

Figure 4-2 

Click  to edit an IP camera as shown on the below left.  Input the new IP address, subnet mask, gateway, username 

ŀƴŘ ǘƘŜ ǇŀǎǎǿƻǊŘ ƻŦ ǘƘŜ ŎŀƳŜǊŀΦ ¸ƻǳ Ŏŀƴ ŎƘŜŎƪ ά{ȅƴŎ ǘƻ Lt/έ ǘƻ ƳƻŘƛŦȅ ǘƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ Lt camera via different 

network segments for being in the same network segment with the DVRΦ /ƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 
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Click to edit the added camera as shown on the above right. Input the new camera name, IP address, port, username 

ŀƴŘ ǘƘŜ ǇŀǎǎǿƻǊŘ ƻŦ ǘƘŜ ŎŀƳŜǊŀΦ ¸ƻǳ Ŏŀƴ ŎƭƛŎƪ ά¢Ŝǎǘέ ǘƻ ǘŜǎǘ ǘƘŜ ŜŦŦŜŎǘƛǾŜƴŜǎǎ ƻŦ ǘƘŜ ƛƴǇǳǘ ƛƴŦƻǊƳŀǘƛƻƴΦ /ƭƛŎƪ άhYέ ǘƻ 

ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ ¸ƻǳ Ŏŀƴ ŎƘŀƴƎŜ ǘƘŜ Lt ŎŀƳŜǊŀ ƴŀƳŜ ƻƴƭȅ ǿƘŜƴ ǘƘŜ ŀŘŘŜŘ ŎŀƳŜǊŀ ƛǎ ƻƴƭƛƴŜΦ /ƭƛŎƪ άbŜȄǘέ ǘƻ ŎƻƴǘƛƴǳŜΦ 

 

4.6 Disk Settings 

Disk Settings. You can view the disk number, disk capacity of the DVR and serial number, Read/Write status of the disk. 

/ƭƛŎƪ άCƻǊƳŀǘǘƛƴƎέ ǘƻ ŦƻǊƳŀǘ ǘƘŜ ŘƛǎƪΦ /ƭƛŎƪ άbŜȄǘέ ǘƻ ŎƻƴǘƛƴǳŜΦ  

 

4.7 Record Settings 

Record Settings. Two record modes are available: auto and manual.  

 

Auto Mode: Select one auto mode in the interface as shƻǿƴ ōŜƭƻǿ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άbŜȄǘέ ōǳǘǘƻƴ ǘƻ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎΦ 

/ƭƛŎƪ ά!ŘǾŀƴŎŜŘέ ǘƻ ǎŜƭŦ-define record mode. 
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ManualΥ {Ŝǘ ǘƘŜ ά{ŜƴǎƻǊ wŜŎƻǊŘέΣ άaƻǘƛƻƴ wŜŎƻǊŘέ ŀƴŘ ά{ŎƘŜŘǳƭŜ wŜŎƻǊŘέ ƻŦ ŜŀŎƘ ŎŀƳŜǊŀΦ /ƭƛŎƪ άhYέ ǘƻ ǎŀǾŜ. 

 

 

Figure 4-5 

 

4.8 QR Code for Remote App Viewing 

QR Code. Enable the NAT function in the interface or set it in the network configuration after exiting the wizard 

(please refer to manual for details). You can scan the QR Code through the Speco Blue App available for iOS and 

Android to easily and securely view your cameras.  
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4.9 Web Browser Access 

Click StartŕSettingsŕNetworkŕNAT to go to the interface for NAT configuration and cƘŜŎƪ ά9ƴŀōƭŜέΦ /ƭƛŎƪ ά!ǇǇƭȅέ ǘƻ 

save the settings and make note of the QR code number under the QR code. Via Internet Explorer, go to 

connect.specotech.cloud, input the QR code number, your username and password to login. 
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4.10 Playback 

Click StartŕPlayback to go to the playback interface as shown below (click on the tool bar at the bottom of the live 

preview interface to set the default playback time). 

 

hƴ ǇŀƴŜƭ ƻƴ ǘƘŜ ǊƛƎƘǘ ǿƛƭƭ ǎƘƻǿ ȅƻǳΩǊŜ ǘƘŜ ŎƘŀƴƴŜƭ ƴǳƳōŜǊ ŀƴŘ ǘƘŜƛǊ ǊŜŎƻǊŘŜŘ Řŀǘŀ ŎƻŘŜŘ ōȅ ŎƻƭƻǊΦ  ¢ƘŜ ōŀǊ ǘƘŀǘ Ǌǳƴǎ 

across them represents the playback time being viewed.  You can move this bar around.  To export, highlight a section of 

the desired recording, click export and follow the prompts.  You can export single or multiple channels at the same time. 

 

 

 

Figure 4-6 
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5. EZ search 
EZ Search- Quickly search an instance using video thumbnails  

¶ Click StartŕSearch and ExportŕEZ search. There are two view modes: by time and by camera. In the time 

view mode, a maximum of 64 camera thumbnails can be showed.  

¶ {ŜƭŜŎǘ ƻƴŜ ŎŀƳŜǊŀ ƛƴ ǘƘŜ ƛƴǘŜǊŦŀŎŜ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ άhǇŜƴέ ōǳǘǘƻƴΦ  

¶ Click the image box to play the record in the small playback box on the left side of the interface (the box 

which has image inside indicates that the record data exist).  

¶ Refer to the picture below. Drag the color blocks on the time scale to select the record data and then click 

ά.ŀŎƪǳǇέ ōǳǘǘƻƴ ǘƻ ǇƻǇ ǳǇ ǘƘŜ άwŜŎƻǊŘ .ŀŎƪǳǇέ ǿƛƴŘƻǿ ŀǎ ǎƘƻǿƴ ōŜƭƻǿΦ {ŜƭŜŎǘ ǘƘŜ ŘŜǾƛŎŜ ƴŀƳŜΣ ōŀŎƪǳǇ 

ŦƻǊƳŀǘ ŀƴŘ ǇŀǘƘ ŀƴŘ ǘƘŜƴ ŎƭƛŎƪ ά.ŀŎƪǳǇέ ōǳǘǘƻƴ ǘƻ ǎǘŀǊǘ ǘƘŜ ōŀŎƪǳǇΦ  

 

 

Figure 5-1 

 

For detailed operation information, please refer to the ǳǎŜǊΩǎ Ƴŀƴǳŀƭ.  

 


