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INPUT 

HDCP 1.3, 1.4, 2.2, 2.3

BANDWIDTH 48 Gbps

CONNECTORS 24K gold plated pressure lock

CONNECTOR CASE

WIRE 

JACKET PVC with cotton mesh

High grade aluminum

19+1 with high density aluminum triple shielding            

All lengths HDMI 2.1 certified 

Lifetime        

HDMI 2.1 Certified 8K High Performance HDMI Cable with Pressure Lock Connectors

HDMI 2.1 4K@120 uncompressed 4:4:4, 8K@60Hz uncompressed 4:4:4

CERTIFICATION

WARANTY

WIRE 1M, 2M: 30AWG 6.0mm OD   3M: 28AWG 7.3mm OD   5M : 26AWG 8.6mm OD            

PureLink's PureInstall PI-8000 series HDMI cables are 
certified compliant with the HDMI 2.1 specifications.

Providing up to 48 Gbps bandwidth, the PI-8000 works 
perfectly with 4K120 and 8K60 signals including 
Dynamic HDR, Deep Color, CEC, eARC, and 10K120 
DSC 1.2a.

AVAILABLE LENGTHS 1 Meter (PI-8000-010), 2 Meter (PI-8000-020), 3 Meter (PI-8000-030), 5 Meter (PI-8000-050)




