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Features

l Survey any facility quickly and easily
l Completely portable
l Demonstrate the range of 900 MHz Echostream

transmitters
l Batteries operate system up to 6 hours

Description

The NC500ESSK is a portable, easy-to-use site survey kit
that takes the guesswork out of creating a wireless install-
ation plan with a quick and accurate site survey. The
NC500ESSK is used to determine the optimum location
for transmitters and repeaters in a Tek-CARE®500 Wire-
less Nurse Call System. The NC500ESSK demonstrates
the superior range, performance and reliability in virtually
any environment. The NC500ESSK is powered by four
AA batteries (not included).

Specifications

Instructions: Detailed guide from Inovonics:
https://www.inovonics.com/wp-content/
uploads/2013/03/168-04493-01.pdf

Survey Transmitter: Used with the wireless survey kit to 
help determine the optimal location for transmitters and 
repeaters.

Receiver: Processes radio signals from transmitters and 
displays status.

Continuous Alarm Trigger: Turns site surveys into a one-
person job.

NC500ESSK Site Survey Kit

TekTone® has designed Tek-CARE®500 to work as a system. Its Tek-
CARE® Server has been carefully designed and matched to work with
Tek-CARE500 wireless and wired peripherals. TekTone will not warrant
or support components of Tek-CARE500 that are purchased separately
unless the components are add-ons to previously sold systems. TekTone
will also not warrant or support a system that is a mix of TekTone and
non-TekTone parts, unless prior permission has been obtained. A site sur-
vey must be performed and submitted before ordering a Tek-CARE500
system. In order to track our systems and to inform facilities of software
upgrades, full site information (site name, address and phone number) will
be required when ordering. Site information and Tek-CARE Server war-
ranty numbers will also be required when requesting technical support.

NC500ESSK Site Survey Kit
IL800 Specification Sheet
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Features

l UL® 2560 Listed

l Facilitates supervision of transmitters
l Provides general location of calling transmitters
l 900MHz spread-spectrum radio
l Snap-on/pry-off cover

Description

The NC510UL Receiver enables communication between
transmitters and the Tek-CARE® Server in a
Tek-CARE®500 Wireless Nurse Call System. The
NC510UL facilitates the supervision of all transmitters.
The NC510UL’s 900 MHz spread-spectrum radio
provides reliability, even in hostile or difficult radio envir-
onments. EchoStream® technology with diversity recep-
tion and advance signal processing minimizes nulls or
dead spots. The NC510UL Receiver includes slots
through the side and bottom of the case for wiring. Trans-
mitters are programmed using default information stored
in the receiver.

Specifications

Dimensions: 6.5"W × 3.5"H × 1.0"D
(165 mm × 89 mm × 25 mm)

Weight: 5.3 oz.
Power Required: 12 VDC provided by PK510 Power

Supply/ PC Interconnect Assembly
(included)

Frequency: 902–928 MHz frequency-hopping
spread spectrum

Environment: –4°F to 140°F, 0% to 90% non-con-
densing relative humidity

NC510UL Receiver

Listings

UL® 2560 Listed; UL® File Number E71599.

Required Components

Tek-CARE®500 Wireless Nurse Call System

TekTone® has designed Tek-CARE500 to work as a system. Its
Tek-CARE® Server has been carefully designed and matched to work
with Tek-CARE500 wireless and wired peripherals. TekTone will not
warrant or support components of Tek-CARE500 that are purchased sep-
arately unless the components are add-ons to previously sold systems.
TekTone will also not warrant or support a system that is a mix of
TekTone and non-TekTone parts, unless prior permission has been
obtained. A site survey must be performed and submitted before ordering
a Tek-CARE500 system. In order to track our systems and to inform facil-
ities of software upgrades, full site information (site name, address and
phone number) will be required when ordering. Site information and
Tek-CARE Server warranty numbers will also be required when request-
ing technical support.

NC510UL Receiver
IL802 Specification Sheet
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Features

l UL® 2560 Listed

l Enhances wireless transmission range

l Provides general location of calling transmitters

l Signal synchronization processing minimizes excess-
ive signal generation

l Easy to install — just mount and plug in

l Supervised radio link to home receiver

l Includes integral backup battery

Description

The NC511UL is a high power repeater and locator for the
Tek-CARE®500 Wireless Nurse Call System. The NC511UL
repeater/locator allows greater distances between the
Tek-CARE500 Transmitters and Receiver, and also provides
general transmitter location information. Its range makes the
repeater/locator a practical solution for open-air installations
such as campuses, buildings with multiple wings, and other
large wireless projects.

The NC511UL Repeater/Locator uses signal strength to
distinguish between original and retransmitted signals,
to ensure that the NC510UL Receiver is sent accurate
location information. Wireless radio protocols and Signal
Synchronization Technology™ allow the repeater/locator
to act intelligently, amplifying transmission from any
Tek-CARE500 transmitter while ignoring background noise.

Specifications

Dimensions: 3.5"H × 6.5"W × 1"D
(89 mm × 165 mm × 25 mm)

Weight: 7.14 oz.
Environment: –4°F to 140°F, 0% to 90% non-con-

densing relative humidity
Power: 12–16.5 VAC or VDC (transformer

included)
Backup Battery: 2450mAH @ 3.7V lithium-ion

(included)
Backup Time: Up to 24 hours (varies depending upon

repeater usage)

NC511UL Repeater/Locator

Listings

UL® 2560 Listed; UL® File Number E71599.

Required Components

Tek-CARE500 Wireless Nurse Call System

Optional Components

IH511 Weatherproof Housing

TekTone® has designed Tek-CARE500 to work as a system. Its
Tek-CARE® Server has been carefully designed and matched to work
with Tek-CARE500 wireless and wired peripherals. TekTone will not
warrant or support components of Tek-CARE500 that are purchased sep-
arately unless the components are add-ons to previously sold systems.
TekTone will also not warrant or support a system that is a mix of
TekTone and non-TekTone parts, unless prior permission has been
obtained. A site survey must be performed and submitted before ordering
a Tek-CARE500 system. In order to track our systems and to inform facil-
ities of software upgrades, full site information (site name, address and
phone number) will be required when ordering. Site information and
Tek-CARE Server warranty numbers will also be required when request-
ing technical support.

NC511UL Repeater/Locator
IL803 Specification Sheet

Tek-CARE500 Wireless Nurse Call System • Rev. 8 - 10/2019



www.tektone.com
324 Industrial Park Road • Franklin, NC 28734 • tektone@tektone.com

Phone: 828.524.9967 • Fax: 828.524.9968 • Sales: Choose option 2 • Tech Support: Choose option 3
TekTone's quality system is registered by DQS to the ISO 9001:2015 standard.

Features

l UL® 2560 Listed

l Fully supervised wireless 900MHz transmitter
l 60% smaller and lighter than previous pendants
l Neck lanyard and wristband versions
l Waterproof
l Vibration and blinking red LED for call assurance
l Low battery warning before battery depletion
l Customer-replaceable, 3V lithium-metal battery

Description

The SF503UL Neck Lanyard Pendant and SF504UL Wrist-
band Pendant feature the great range and reliability of 900
MHz in a small, waterproof package. The pendants can be
worn in the shower or bathtub, outside in the rain, or other
environments where they may be splashed with water or
momentarily submerged.

The pendants have a single-button design with “press and
one-second hold” activation, making them easy to use but res-
istant to false alarms. When a pendant is activated, it
vibrates briefly and its red LED blinks rapidly for five
seconds, then blinks slowly until the alarm is cleared.
Alarms may be cleared by placing an RP500 Alarm Clear-
ance Card over the button, or by a sequence of button presses.

The pendant transmitters are especially suited for assisted
living installations. They feature a fully supervised RF
link to ensure reliability. The built-in LED flashes with all
transmissions, including supervision, so the user can see that
the transmitter is still functioning.

Specifications

Dimensions: 1.6"H × 1.6"W × 0.5"D
(40 mm × 40 mm × 12.5 mm)

Weight: 0.6 oz. (17 g) with battery inserted
Range: 1 mile, open field
Environment: 32°F–140°F (0°C–60°C)

Waterproof to IP67 standard
Battery: 3V Lithium (BA004)
Battery Life: One year at 5 activations/day and 10

minute alarm reset time

SF503UL Neck Lanyard
Pendant

SF504UL Wristband
Pendant

RP500K Alarm Clearance
Cards

(sold separately in 10-piece
kits)

Listings

UL® 2560 Listed; UL® File Number E71599.

Required Components

Tek-CARE500 Wireless Emergency Call System

Optional Components

RP500K Alarm Clearance Cards - 10 each

TekTone® has designed Tek-CARE®500 to work as a system. Its Tek-CARE®
Server has been carefully designed and matched to work with Tek-CARE500
wireless and wired peripherals. TekTone will not warrant or support components
of Tek-CARE500 that are purchased separately unless the components are add-
ons to previously sold systems. TekTone will also not warrant or support a sys-
tem that is a mix of TekTone and non-TekTone parts, unless prior permission
has been obtained. A site survey must be performed and submitted before order-
ing a Tek-CARE500 system. In order to track our systems and to inform facil-
ities of software upgrades, full site information (site name, address and phone
number) will be required when ordering. Site information and Tek-CARE Server
warranty numbers will also be required when requesting technical support.

SF503UL and SF504UL Pendant Transmitters
IL982 Specification Sheet
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Description

The SF520UL Door/Window Egress Transmitter is for use
with Tek-CARE®500 Wireless Emergency Call System.
The SF520UL transmits signals at the 900 MHz fre-
quency. It sends supervision signals to the Tek-CARE500
system at a selectable interval, making it ideal for both
high security installations and residential installations.

The SF520UL includes a built-in magnetic reed switch in
a tamper-proof case. The magnet supports a 5/8" gap,
and the unit supports an NO or an NC external contact.
The SF520UL requires no physical wiring connections
to transmit an alarm call and is powered by a 3V lithium
battery. A mounting bracket is also provided.

Specifications

Dimensions: 3.5"H × 1.7"W × 0.9"D
(89 mm × 43 mm × 23 mm)

Construction: Attractive, flame retardant ABS
plastic

Distance: 10 feet maximum between transmitter
and external switch

Contact Closure: 1.5 seconds minimum
Battery: 3.0V Lithium (BA505)
Environment: 0°–60°C

Required Components

Tek-CARE500 Wireless Emergency Call System

Listings

UL® 2560 Listed; UL® File Number E71599.

SF520UL Door/Window Egress Transmitter

TekTone® has designed Tek-CARE500 to work as a system. Its
Tek-CARE® Server has been carefully designed and matched to work
with Tek-CARE500 wireless and wired peripherals. TekTone will not
warrant or support components of Tek-CARE500 that are purchased sep-
arately unless the components are add-ons to previously sold systems.
TekTone will also not warrant or support a system that is a mix of
TekTone and non-TekTone parts, unless prior permission has been
obtained. A site survey must be performed and submitted before ordering
a Tek-CARE500 system. In order to track our systems and to inform facil-
ities of software upgrades, full site information (site name, address and
phone number) will be required when ordering. Site information and
Tek-CARE Server warranty numbers will also be required when request-
ing technical support.

SF520UL Door/Window Egress Transmitter
IL809 Specification Sheet
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Description

The SF525UL and SF525/2UL Universal Contact Wire-
less Transmitters are for use with Tek-CARE®500 Wire-
less Nurse Call System. The SF525UL and SF525/2UL
transmit signals at the 900 MHz frequency. They send
supervision signals to the Tek-CARE500 system at a
selectable interval, making it ideal for both high security
installations and residential installations. The transmitters
are for use with any standard NO or NC contact (15 msec
duration) or sensor. The SF525UL includes one selectable
NO/NC input; the SF525/2UL include a selectable
NO/NC input, plus an NC-only input.

The SF525UL and SF525/2UL require no physical wiring
connections to transmit an alarm call and are powered by
a 3V lithium battery. Each has a tamper-proof case and
includes a mounting bracket.

Specifications

Dimensions: 3.5"H × 1.7"W × 0.9"D
(89 mm × 43 mm × 23 mm)

Construction: Attractive, flame retardant
ABS plastic

Contact Closure: 1.5 seconds minimum
Battery: 3.0V Lithium (BA505)
Environment: -20°–60°C

 Listings

UL® 2560 Listed; UL® File Number E71599.

Required Components

Tek-CARE500 Wireless Emergency Call System

SF525UL, SF525/2UL Universal Contact Transmitters

TekTone® has designed Tek-CARE500 to work as a system. Its
Tek-CARE® Server has been carefully designed and matched to work
with Tek-CARE500 wireless and wired peripherals. TekTone will not
warrant or support components of Tek-CARE500 that are purchased sep-
arately unless the components are add-ons to previously sold systems.
TekTone will also not warrant or support a system that is a mix of
TekTone and non-TekTone parts, unless prior permission has been
obtained. A site survey must be performed and submitted before ordering
a Tek-CARE500 system. In order to track our systems and to inform facil-
ities of software upgrades, full site information (site name, address and
phone number) will be required when ordering. Site information and
Tek-CARE Server warranty numbers will also be required when request-
ing technical support.

SF525UL, SF525/2UL Universal Contact
Transmitters

IL810 Specification Sheet
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Features

l UL® 2560 Listed
l Fully supervised wireless 900MHz transmitter
l Provides standard ¼" receptacle, suitable for use with

many call cord types
l Cord-out supervision
l Low battery warning before battery depletion
l Call assurance LED
l Field replaceable 3V lithium battery
l Battery circuit includes ON/OFF switch

Description

The SF521UL single resident bed station features the great
range and reliability of 900MHz signaling. This unit can be
wall mounted near any resident location for call placement.
It provides a standard ¼" call cord receptacle along with a
reset button. Calls are latched locally to ensure that residents
receive direct staff attention. The device includes a call
assurance LED as well as cord out detection. The SF521UL
features a fully supervised RF link to ensure reliability and
to monitor for battery low condition. The battery is a field-
replaceable 3V lithium. The unit is shipped with the battery
switch in the OFF position. Move the battery switch to the
ON position before installation.

When a call is placed, it annunciates on any master stations,
duty stations, staff apps, and monitors installed on
the Tek-CARE system zoned to display the call. The
SF521UL stations are configured using the LS450 Config
Tool Software.

The SF521UL may be directly surface-mounted to a non-
metallic surface, or mounted using a non-metallic single-
gang backbox or low voltage ring. Mount the station using an
IH521K bezel mounting kit. The station snaps into the kit’s
plastic bezel and then onto the kit’s surface mounting plate,
leaving no visible screw holes.

Listings

UL 2560 Listed; UL® File Number E71599.

SF521UL Room Station

Specifications

Dimensions: 4.57"H × 3.23"W × 1.8"D
(116 mm × 82 mm × 45mm)
Note: Above dimensions include the
IH521K Housing

Construction: Flame-retardant (UL® 94V-0) plastic
Mounting: Surface mounted using the IH521K Hous-

ing
Housing: IH521K
Battery: 3.0V Lithium (BA505)

Required Components

l Tek-CARE500 Wireless Nurse Call System
l NC475DESK with an LS500 Tek-CARE500

connectivity license
l IH521K Mounting Kit

SF521UL Room Station
IL1032 Specification Sheet
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Features

l UL® 2560 Listed
l Two standard configurations
l Use push button or pull cord to place a call
l Choose whether to include pull cord during install-

ation
l Call assurance LED illuminates when call is placed
l Water resistant with optional gasket for wet envir-

onments and easy cleaning
l Fully supervised wireless 900Mhz transmitter
l Battery circuit includes ON/OFF switch

Description

The SF523UL is a wireless, surface-mountable station that
includes a call button, an optional pull cord, an LED for call
indication, and a reset button. The SF523UL is provided with
three interchangeable label inserts for different uses such as
“Help”, “Assist/Check-In”, and “Emergency” calls. The
SF523UL may also be programmed as a call/check-in station
if desired. The optional RP187K water-resistant gasket
allows the station to be used in wet environments such as
shower rooms.

When a call is placed, it annunciates on any master stations,
duty stations, staff apps, and monitors installed on the Tek-
CARE system zoned to display the call. The SF523UL sta-
tions are configured using the LS450 Config Tool software.
By default, the call button and pull cord place an “Emer-
gency” call. The LS450 Config Tool software can also be
used to program additional call types and create custom call
button inserts for the SF523UL.

The SF523UL may be directly surface-mounted to a non-
metallic surface, or mounted using a non-metallic single-
gang backbox or low voltage ring. Mount the station using an
IH521K bezel mounting kit. The station snaps into the kit’s
plastic bezel and then onto the kit’s surface mounting plate,
leaving no visible screw holes.

The unit is shipped with the battery switch in the OFF pos-
ition. Move the battery switch to the ON position before
installation.

Listings

l UL 2560 Listed; UL® File Number E71599.

SF523UL Room Station

Specifications

Dimensions: 4.57"H × 3.23"W × 1.42"D
(116 mm × 82 mm × 36 mm)
Note: Above dimensions include the
IH521K Housing

Construction: Flame-retardant (UL94V-0) plastic
Mounting: Surface mounted using the IH521K Hous-

ing
Housing: IH521K
Environment: -40°C–70°C
Battery: 3.0V Lithium (BA505)

Required Components

l Tek-CARE500 Wireless Nurse Call System
l NC475DESK with an LS500 Tek-CARE500

connectivity license
l IH521K Mounting Kit

Optional Components

l RP187K gaskets to install in wet environments (5
each)

SF523UL Room Station
IL1033 Specification Sheet
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Features

Oxygen safe
Impact resistant and waterproof
Small, lightweight pendant fits comfortably in hand
Bed clips included
ULÈ 1069 Listed; SF301A is also ULÈ2560 Listed

Description

The TekTone SF301A (single) or SF302 (double) call
cords are for use with the Tek-CAREÈ nurse call systems
and wireless emergency call systems, where ı" phono
jacks are used. Ten-foot cords are also available as
SF301A/10 and SF302/10. The SF301A and SF302 are oxy-
gen safe call cords certified safe for use by all patients
receiving oxygen therapy. These waterproof and impact res-
istant call cords have completely sealed push buttons.

Listings

SF301A is ULÈ 1069 and ULÈ 2560 Listed;
SF302 is ULÈ 1069 Listed; ULÈ File Number
E71599.

Specifications

Dimensions: 7ǋ (2.13 m) long polyvinyl covered cord
Construction: SPST-1A switch, Integral brass, fine silver

contacts 1 AMP, 115 watt maximum, AC
Connections: ı" (6.35 mm) plug-in phono jack

SF301A, SF302 Call Cord

Required Components

Tek-CAREÈ500 Wireless Nurse Call System
with SF521UL or SF523UL Room Stations

Tek-CAREÈ120 or 160 Nurse Call System
with SF121 or SF122 Room Stations

Tek-CAREÈ300II Nurse Call System
with SF380A Patient Stations

Tek-CAREÈ NC200N or NC150N Nurse Call Systems
with IR151B or IR152B Patient Stations

Tek-CAREÈ NC110N Nurse Call System
with SF100C or SF102 Patient Stations

SF301A, SF302 Call Cords
IL338 Specification Sheet
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Features

l Maintenance free
l Easy installation
l Knockouts provided

Description

The IH511 Weatherproof Housing is an attractive indoor
or outdoor housing for the Tek-CARE®500 Wireless
Emergency Call System. The IH511 accommodates an
NC511UL Repeater/Locator. The housing is constructed
of plastic for durability, and for unhindered signal recep-
tion and transmission. Knockouts are included on the
back to allow the connection of an AC transformer.

Specifications

Dimensions: 7"H × 7"W × 3"D
(178 mm × 178 mm × 76 mm)

Required Components

Tek-CARE500 Wireless Emergency Call System

IH511 Weatherproof Housing

TekTone® has designed Tek-CARE500 to work as a system. Its
Tek-CARE® Server has been carefully designed and matched to work
with Tek-CARE500 wireless and wired peripherals. TekTone will not
warrant or support components of Tek-CARE500 that are purchased sep-
arately unless the components are add-ons to previously sold systems.
TekTone will also not warrant or support a system that is a mix of
TekTone and non-TekTone parts, unless prior permission has been
obtained. A site survey must be performed and submitted before ordering
a Tek-CARE500 system. In order to track our systems and to inform facil-
ities of software upgrades, full site information (site name, address and
phone number) will be required when ordering. Site information and
Tek-CARE Server warranty numbers will also be required when request-
ing technical support.

IH511 Weatherproof Housing
IL817 Specification Sheet
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Features

l Provides interface between telephone line and the
NC475 Tek-CARE Appliance Server

l RoHS Compliant
l Allows central monitoring to be added to Tek-

ALERT and Tek-CARE systems

Description

The NC503 Central Monitoring Modem allows central mon-
itoring to be added to the Tek-ALERT® Alert Integration
Manager or to a Tek-CARE® nurse call or emergency call
system. The NC503 provides an interface between the sys-
tem’s Tek-CARE Appliance Server and a telephone line in
order to send alarm messages to a central monitoring sta-
tion.

The NC503 Central Monitoring Modem is connected to the
Tek-CARE Appliance Server via a standard straight serial
cable, and is connected to a telephone wall jack using a
standard 6-position/2-wire telephone cable. The NC503
includes the auto dialer, a straight serial cable, a power
adapter with cord, and a telephone cable.

Specifications

Dimensions: .88"H × 4"W × 6"D
(22 mm × 102 mm × 152 mm) 

Power: 9 VAC, 1000 mA power adapter 
Environment: 0°C–60°C
Connections: Plug-in type
Isolation: Mechanical relay, Opto-isolator and tele-

phone coupling transformer
Housing: High-strength plastic

Listings

RoHS Compliant

NC503 Central Monitoring Modem

Applicable Components

NC475 Tek-CARE Appliance Server running Tek-CARE
Software version 1.16 or greater, plus one or more:

l Tek-CARE®120/160 Nurse Call Systems
l Tek-CARE®300 II/III Nurse Call System
l Tek-CARE®400 P5 & P5+ Nurse Call Systems
l Tek-CARE®500 Wireless Nurse Call System
l Tek-CARE®700 Wander Management System
l Tek-ALERT® Alert Integration Manager

NC503 Central Monitoring Modem
IL1077 Specification Sheet
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Features

l Long lasting LEDs

l No bulb replacement needed

l Plug-in connector supplied

l Attractive flame-retardant plastic panel

Description

The LI382LED Corridor Zone Light provides visual indic-
ation of calls when used with a nurse call system, emer-
gency call system, or similar application.

The LI382LED Corridor Zone Light indicates an emer-
gency call by the rapid flashing of the two red LED bulbs
associated with the zone or area from which an emer-
gency call has been placed. Normal calls are indicated by
a steady illumination of the two white LEDs. If an emer-
gency and normal call are placed in the same zone at the
same time, the red LEDs connected to the emergency sta-
tion will flash rapidly, while the white LEDs associated
with the normal call will maintain a steady illumination.

The standard mounting plate features both one- and two-
gang mounting options.

Listings

UL® 1069 Listed; UL® File Number E71599.

Specifications

Dimensions: 4.8"H × 5.0"W × 2.75"D
(122 mm × 127 mm × 70 mm)

LEDs: 2V 20mA per LED
Power: 24 VDC
Finish: Base is flame-retardant (UL® 94HB) plastic. Lens

is flame-retardant translucent polycarbonate
plastic.

Housing: Fits standard one- or two-gang box with one- or
two-gang ring.

LI382LED Corridor Zone Light

Required Components

Tek-CARE® NC110, NC150, NC200 or 300II Nurse Call
System
Tek-CARE®500 Wireless Nurse Call System with
NC50xES-series remote receiver
CM800 Emergency Call System with CM800-series
speaker panel

LI382LED Corridor Zone Light
IL898 Specification Sheet
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NC365B Paging Transmitter
IL670 Specification Sheet
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Features

l Preprogrammed for use with TekTone systems
l Approximate one-mile range in ideal conditions

Description

The NC365B Paging Transmitter receives alphanumeric mes-
sages and patient call information via serial interface and trans-
mits the information directly to pagers. Information is sent to
the transmitter at 9600 baud to minimize bottlenecks. Call
type and location are determined by the system supplying
information to the transmitter. The NC365B Paging Trans-
mitter is pre-programmed for use with TekTone® systems for
simplified plug-and-play setup.

The system’s range depends upon the site and the transmitter’s
location. To determine the exact coverage, conduct a site sur-
vey. Under ideal conditions, the NC365B Paging Transmitter’s
range is approximately one mile. The unit includes a ¼-wave
BNC-terminated antenna to provide coverage that meets most
requirements.

Specifications

Dimensions: 7.48"H × 12.99"W × 2.76"D
(190 mm × 330 mm × 70 mm)

Clearance: 7.87" (200 mm) minimum clearance on
all sides

Ports: Scope protocol RS232 serial DB9
COMP2 protocol RS232 serial DB9 8
dry contact inputs configured as
Normally Open (#8 is preprogrammed
to send RANGE TEST to CAP code
400 using included dummy plug.)

Housing: Surface mounted
Frequency: 457.55 MHz
Channel Spacing: 12.5 KHz
Adjacent Channel: Better than 200nW @ 4.5 KHz devi-

ation
Baud Rate: 9600 serial input

1200 transmit
Power: 115 VAC 0.8A, 50/60 Hz input

2 Watt output
Consumption less than 50 mA standby;
up to 2.4A transmit
13.8 Volts DC operating voltage

NC365B Paging Transmitter

Required Components

NC397A Pagers plus one of these systems:
l Tek-CARE®400 P5/P5+ Nurse Call System
l Tek-CARE®400 Nurse Call System
l Tek-CARE®NC300II Nurse Call System
l Tek-CARE®120 or 160 Nurse Call System
l Tek-CARE®NC110/150/200 Nurse Call System

(requires NC377-series Paging Interface Adapter/
Voltage Interface)

l Tek-CARE®500 Wireless Nurse Call System
l Tek-ALERT®Alert Integration System
l NC475 Tek-CARE® Appliance Server

Each paging system installed in the United States is required by law to have an
FCC license. The FCC license can be obtained directly by the end user or
through an authorized agent. The FCC application process takes approx-
imately two weeks and provides the end user with a ten-year renewable
license. To apply for an FCC license, visit: http://wireless.fcc.gov/uls/index.htm.

Paging is an ancillary method of call annunciation, and is not intended to
replace the primary annunciation provided by the nurse call system.

Optional Components

BA365K Battery Backup Kit
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Features

l Alphanumeric
l 2-line 20-character backlit display
l Easy to use large 4-button design
l Preprogrammed with up to 8 user-specified CAP codes
l 4 vibrate patterns and 5 tone alert styles
l Real-time clock
l Message time stamping
l Low battery indicators
l Includes holster belt clip and bungee safety cord

Description

The NC397A Alphanumeric Pager is a radio pager with a
large 2-line display. It includes a holster/belt clip and bungee
safety cord. The pager is designed for use with TekTone’s
Tek-CARE nurse call systems, Tek-CARE500 Wireless Emer-
gency Call System, and Tek-ALERT Alert Integration System.

The pager stores up to 60 messages of 239 characters each.
Messages may be selectively deleted or locked into memory.
Messages not locked into memory are automatically deleted as
new messages arrive (beyond the 60 message limit), with the
oldest messages deleted first.

The NC397A pager may be configured for annunciation via
vibration or audible tones, and has one alarm for daily annun-
ciation. It can be programmed to turn on and off at preset
times each day.

The NC397A pager is pre-programmed to receive call inform-
ation from TekTone® systems.

Specifications

Dimensions: 2.087"H × 2.99"W × 0.67"D
(53 mm × 76 mm × 17 mm)
without holster belt clip

Weight: 1.76 oz. (50 g) without battery
Protocol: POCSAG
Operating Freq: 457.550 Mhz
Power: 1 AAA battery

NC397A Alphanumeric Pager

Required Components

NC365B Paging Transmitter
plus one of these systems:

l Tek-CARE®400 P5/P5+ Nurse Call System
l Tek-CARE®400 Nurse Call System
l Tek-CARE®300III Nurse Call System
l Tek-CARE®120 or 160 Nurse Call System
l Tek-CARE®NC110/150/200 Nurse Call System

(requires NC377-series Paging Interface Adapter/
Voltage Interface)

l Tek-CARE®500 Wireless Nurse Call System
l Tek-ALERT® Alert Integration System
l NC475 Tek-CARE® Appliance Server

Paging is an ancillary method of call annunciation, and is not intended
to replace the primary annunciation provided by the nurse call system.

NC397A Alphanumeric Pager
(Scope Geo 40A9)

IL734 Specification Sheet
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Features

l Compliant with IEEE 802.3 (10Base-T), 802.3u
(100Base-FX) standards, and 802.3u (100Base-TX)
standards

l Wall mountable or desktop installation options
l No configuration, Plug-and-Play installation

Description

The NC556 Ethernet to Fiber Converter is used when Ethernet
connections in any Tek-CARE® nurse call system must be
extended over 100 meters. The NC556 Ethernet to Fiber Con-
verter is particularly useful for large campuses or in instances
when the Tek-CARE central equipment cabinets are located in
multiple buildings and must be interconnected to create a
single system.

The NC556 Ethernet to Fiber Converter does not require setup
or configuration—it is a truly plug-and-play device and is oper-
ationally transparent to the nurse call system. Potential uses
for the NC556 include linking Tek-CARE central equipment
cabinets, connecting a NC475 Tek-CARE Appliance Server to
a remote Tek-CARE central equipment cabinet, or extending
the Tek-CARE Network to NC404TS Master Stations.

The NC556 supports a maximum fiber optic cable length of 2
kilometers (1.2 miles). The NC556 is designed for SC-ter-
minated multimode fiber optic cable. The fiber converter fully
complies with applicable IEEE 802.3 standards. It is UL®

1069 listed for use with the Tek-CARE nurse call system.

A 12 VDC power transformer is included. As an integral part
of the nurse call system, the NC556 Ethernet to Fiber Con-
verter must be connected to a Uninterruptible Power Supply
and life safety electrical circuit.

TekTone® recommends that the NC556 Ethernet to Fiber Con-
verter be installed by a technician who is experienced in mak-
ing multimode fiber connections.

Listings

UL® 1069 Listed and cUL® Listed to CSA
C22.2 No. 205; UL® File Number E71599.
Evaluated to UL60950-1 Standard.

NC556 Ethernet to Fiber Converter

Specifications

Dimensions: 3.7"H × 3.0"W × 0.8"D
(94 mm × 76 mm × 20 mm)

Local Unit Connectors: 1 — 8P8C Female
Remote Unit Connectors: 1 — Fiber Optic SC Female
Max Data Transfer Rate: 10/100 Mbps
Max Transfer Distance: 2 km (1.2 miles)
Fiber Type: Multi Mode
Wavelength: 1310 nm
Power Consumption: 200 mA @ 12 VDC
Enclosure Type: Plastic
Environment: 0°C – 50°C (32°F – 122°F),

10% – 90% Relative Humid-
ity

Applicable Systems

Tek-CARE®120 or 160 Nurse Call Systems
Tek-CARE®400, P5/P5+ Nurse Call Systems
Tek-ALERT® Alert Integration Manager
Tek-CARE®500 Wireless Nurse Call System
Tek-CARE®700 Wander Management System

NC556 Ethernet to Fiber Converter
IL958 Specification Sheet
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