
SPECIFICATIONS

23.8 Inch

1920 x 1080 Full HD

NTSC / PAL

< 5ms (Gray to Gray)
16.7Million

16 : 9
1000 : 1

527.04(H) × 296.46(V)mm

250cd/m 2

178o  / 178o

Screen Size

Robust Metal+ Plastic Housing

<24W
DC 12V/ 3A

75mm 2 Holes

Yes

Max. Resolution

Display Area

Brightness
Contrast Ratio
Aspect Ratio
Viewing Angle (H/V)
Display Color
Response Time

Outline Dimension (w/ stand)

Net Weight
Material / Color 
Desk Top Stand

Consumption: < On

Operating Temperature

Storage Temperature

VESATM Mount Size

0o ~ 40 oC / 32o ~ 104oF
-20o ~ 60 o C / -4o ~ 140o F

2.68Kg

24RPCS

*Design and specifications are subject to change without notice

Display

Interface

General

Mounts

539 x 416 x 169mm

1 In 

1 In 
1 In HDMI In

Audio In
VGA In (15Pin D-Sub)
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ADVANTAGES

TOP DISPLAY FRONTIER

RPCS
24/27” LED Monitor Series
The ORION Images LED pc monitor Series.Screen Size
23.8inch/ 27inch IPS Flat Pannel.Refresh rate is 75Hz.. 

HDMI Input
.......................................

Resolution 
.......................................

1080p

FHD
Fresh Rate

.......................................

75
Hz

VGA Input
.......................................

27RPCS

Fresh Rate

Pixel Pitch

60~75Hz

0.2745 (H) ×0.2745(V)

NTSC / PALStand

Detachable
Backward: 15°, Forward: 5° Tilt Angles

Neck & Base Detachable

Packaging Dimension (mm) 612 x 101 x 405mm

On Screen Display Control (OSD)

OSD Language
QUICK START, PICTURE, COLOR, ETC

English, Spanish, French,Chinese,

27 Inch

1920 x 1080 Full HD

< 5ms (Gray to Gray)
16.7Million

16 : 9
1000 : 1

597.88(H) × 336.31(V)mm

300cd/m

178o  / 178

Robust Metal+ Plastic Housing

<36W
DC 12V/ 3A

75x75mm 4 Holes

Yes

3.84Kg

614 x 459 x 183mm

1 In 

1 In 
1 In

60~75Hz

0.3114 (H) ×0.3114(V)

Detachable
Backward: 15°, Forward: 5°

694 x 114 x 458mm

Certification CE, FCC

IPS

IPSPanel Model IPS


