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ADI PRO's Cat 6 Keystone Jacks feature 
gold plated contacts, 90 degree connection 
and a vertical design for easy punchdown 
termination. Available in multiple colors and 
convenient packs. Perfect for wiring, telecom, 
data networking and Ethernet installations. 

PART #
0E-CAT6KEYWH
0E-CAT6KEYBL
0E-C6KEYWH10
0E-C6KEYBL10

Color
White
Blue
White
Blue

Quantity
2-pk
2-pk
10-pk
10-pk

Materials: Gold plated contacts, high-
impact plastic housing

CAT 6 KEYSTONE JACKS
VERTICAL 8P8C, RJ45

FEATURES
High-quality keystone jacks for use in multimedia 
wallplates

Rear retention caps ensure secure wire termination

Vertical design for easy punchdown termination

T568A and T568B wiring labels included

Meets Category 6 TIA/EIA-568-B.2 standards

Insertion and extraction life is 750 cycles min.

Jack housing is high-impact, for 110 punchdown tool

Product Specifications

For more information contact
your ADI Sales person or visit
adiglobal.com/adiexclusivebrands

WIRING

T568A
1—WH/GN
2——GN
3—WH/OR
6——OR
4——BL
5—WH/BL
7—WH/BR
8——BR

T568B
1—WH/OR
2——OR
3—WH/GN
6——GN
4——BL
5—WH/BL
7—WH/BR
8——BR


