
 

 

 

 

 

DS-MP1440 PoE Switch 

 

 

 

 

 

 

 

Features and Functions 

 8 x 10/100Mbps 802.3af PoE port  

 Support network cascade 

 Indicators to display power supplement and running status  

 Support firmware update on web service  

 Key for restart and reset   

 Wide-range power input (9 to 32 VDC) 

 

Specifications 

Model  DS-MP1440  

Network 

Interface 

POE port 8x10/100Mbps RJ45 PoE port with a fixed bracket 

POE standard  802.3af, Max. total consumption ≤ 40W 

Uplink port 1x10/100/1000Mbps RJ45 port for cascading 

To NVR port 1x10/100/1000Mbps RJ45 port for mobile NVR connection 

External 

interface 

Button 1 button, short press to restart and extended press to reset 

Indicator 1 power status indicator and 1running status indicator  

Others 

Power supply 9 to 32 VDC 

Operation Method  WEB 

Consumption ≤70W (Full load) 

Working temperature -20 °C to +60 °C (-4 °F to 140 °F)  

Working humidity 10% to 95% 

Dimensions (W×D×H) 243 × 137.7× 59 mm (9.57×5.42 × 2.32") 

Weight  approx. 1.62Kg (3.57 lb)  

  

 

 

  



 

 

 

Physical Interfaces 

Front Panel 

 

 

 

 

 

 

 

 

 

 

 

 

 

Index Description Index Description 

1 10M/100Mbps PoE port 4 Indicator 

2 10M/100/1000Mbps Uplink port 5 Button for reboot and reset 

3 10M/100/1000Mbps port for NVR connection 6 Power supply interface 

Available Models 

DS-MP1440 

 

 


