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904P 
Emergency  
Pull Station
3-9/16"W x 4-1/2"H (91mm x 114mm)

• Heavy-duty polycarbonate design with easy to lift 
 clear Lexan cover
• All-in-one design includes English, French and Spanish  
 labels to apply during installation
• Mounts over standard surface or recessed electrical  
 utility box
• Maintained (DPDT) switch operation
• 3A at 125VAC
• Available in Blue finish

Warranty
2 Year Limited Warranty

How To Order

904P x
Blue1 — B

Finish
1Standard

909 Rocker 
Switch
Surface-mount: 2-7/16"W X 2-7/16"H x 
7/8"D (61mm x 61mm x 22mm)
Flush-mount: 3-7/16"W x 3-7/16"H x 
5/8"D (87mm x 87mm x 16mm)

• Ideal for desk or wall mount applications
• Surface-mounts under desk or counter for concealment
• Smooth action rocker with key symbol
• Momentary & maintained (SPDT) field selectable
• 10A at 250VAC
• Beige finish

Warranty
2 Year Limited Warranty

How To Order

Mount
S  –Surface
F  –Flush

909 - x B

MO  –Momentary & maintained SPDT field 
selectable
Switch Mode

1Available in surface-mount design only

914 Sounder
4-3/4"W x 5-9/16"H (119mm x 142mm)

Warranty
2 Year Limited Warranty

• Ideal for delayed egress applications
• Field-selectable volume output up to 102db
• Models available for interior or exterior applications
• Not suitable for mounting on ceilings
• Easy installation - surface wall mounted
• 63mA, 12-24VAC
• Available in White or Red

How To Order

Type
WPR  –Weather-Proof, Red Finish

W  –White Finish
914

1Only available in red finish

RCI Switches

913 Microwave 
Motion Switch
4-5/8"W x 4-5/8"H (117mm x 117mm) &
2-3/4"W x 4-5/8"H (70mm x 117mm)

• Doppler radar technology allows for use in sterile 
 environments (i.e. healthcare, food processing plants)
• It can be placed unobtrusively in a room or hallway when 
 mounted behind a non-reflective surface for a clean 
 non-visible solution
• Includes single and double gang plate
• Variable adjustment of pattern depth from 4" to 24" 
 (102mm – 610mm)
• No wearing parts mean increased product life
• Water-resistant foam gasket provides increased durability 
 when product is exposed to water or cleaning product
• 12 to 24 VDC/VAC
• Contact rated at 1A
• Available in Black, Cream or White finish
• Certifications: EMC, FCC, IC

Warranty
2 Year Limited Warranty

How To Order

Finish
Black B

Cream CR
White W

913 x


