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RCI Specialty Locks

3510LM Electromechanical 
Cabinet Lock
Compact, surface-mounted design ideal for small enclosures.
1-5/8" W x 1-7/8" H x 13/16" D (42mm x 48mm x 20mm)
Dimensions of lock only. Excludes pin.

• Surface-mounted compact electric lock
• Versatile mounting positions
• Elongated holes for adjustable mounting
• Zinc-plated (rust-resistant) steel locking pin assembly
• Low energy consumption
• Positioning of the locking pin determines lock mode
• Built-in monitoring switch indicates whether the mechanism 
 is locked or unlocked
• Black finish

3513 Electromechanical 
Cabinet Lock
Compact, surface-mounted design ideal for small enclosures.
1-3/16" W x 2-7/8" H x 1-1/8" D (30mm x 73mm x 29mm)
Dimensions of lock only. Excludes pin.

• Surface-mounted compact electric lock
• Superior heavy-duty metal construction
• Versatile side or top mounting
• Low energy consumption
• Positioning of the solenoid determines lock mode
• Black finish

Energy
250mA1

Field-Selectable
12VAC/VDC, 24VAC/
VDC

Strength
250lbf Holding 
Force

Warranty
3 Year Limited Warranty

Mode
Field-Selectable
Fail-Safe &  
Fail-Secure*

Monitoring
Built-in Monitoring 
Switch

1Max at 12VAC/VDC, 120mA at 24VAC/VDC

How To Order

3510 LM

3513DM Electromechanical 
Cabinet Lock with Monitoring
Compact, surface-mounted design ideal for small enclosures.
1-3/16" W x 2-7/8" H x 1-1/8" D (30mm x 73mm x 29mm)
Dimensions of lock only. Excludes pin.

Energy
200mA1

Field-Selectable 
12/24VDC

Strength
440lbf Holding 
Force

Warranty
3 Year Limited Warranty

Mode
Field-Selectable
Fail-Safe &  
Fail-Secure

Monitoring
Optional Dual Monitoring
Model Available

1Max at 12VDC, 100mA at 24VDC

Options

DM – Dual Monitoring
Built-in locking pin and door monitoring switches.

How To Order

3513
DM  –Dual Monitoring

Options

* Note: In FAIL SECURE mode, force will be requiredto release locking 
pin from  
lock in the event of power loss.


