
Factsheet

RCI 960 Keyswitch 
Tamper resistant

Features

• Quickly mounts to single gang box 

(Standard) or narrow-stile door 

frames (Narrow)

• Extruded aluminum 1/4” plate with 

beveled edges for tamper-resistance 

and durability

• One-piece bracket with two-position 

switch holder

• Compatible with standard mortise 

cylinders with straight or clover cams 

in 1-1/8” or 1-1/4” cylinder lengths  

(1-1/4” key cylinders available)

• Momentary (SPDT/DPDT), maintained 

(SPDT/DPDT) or time-delay (2-SPDT) 

switches available

• Hardware kit includes stainless steel 

tamper-proof screws and  

spanner bit

• Faceplate available in Brushed 

Anodized Aluminum (28) or Brushed 

Anodized, Dark Bronze (40) finish

• 3 year limited warranty

The RCI 960 tamper resistant keyswitch series is 

available in momentary (SPDT/DPDT), maintained 

(SPDT/DPDT), or time-delay (2-SPDT) operating 

versions. The keyswitch is a one-piece bracket 

with two-position switch holder. The RCI 960RO 

provides a screen-printed reset/override with 

directional arrows to indicate the simple function 

of the corresponding switch. The RCI 960 & RCI 

960RO are compatible with standard mortise 

cylinders with straight or clover cams in 1-1/8” or 

1-1/4” cylinder lengths (1-1/4” key cylinders 

available)

960 KeySwitch

960 KeySwitch RO

Available accessories

3A @ 125  VAC/VDC 
1A @ 250 VAC/VDC 

Warranty 
3 year limited

Switch mode 
momentary or 
maintained or 2-60 seconds

Model Description

96-CYLKA Mortise cylinder, straight cam, keyed alike

96-CYLKD Mortise cylinder, straight cam, keyed differently

Additional accessories available (see accessories end of this section)



Any questions? We would be happy to advise you. 
Contact us at: 1-800-265-6630

dormakaba USA Inc.  |  6161 E. 75th St. Indianapolis, IN 46250  |  dormakaba.us

© dormakaba 2024 Information on this sheet is intended for general use only. dormakaba reserves the right to alterdesigns and specifications without notice or obligation.

R
C

I_
10

4
8

_
FS

_
EN

 C
EI

 0
5

24

How to order

Example:  
960-DMO-DMA-Lx28 
960 c/w DPDT momentary and DPDT maintained with LED on aluminum 
faceplate

Example:  
960RO-MO-MOx28 
960 with reset and override c/w 2 SPST momentary on aluminum faceplate

NOTE: *Only available on 28 finish standard faceplate

Dimensions

1-1/2“ (38mm) 
27/32“ narrow 

(21.5mm) 

3“ (76mm) 
1-11/16“ narrow 

(43mm) 

4-3/4“ 
(120.6mm)

1-3/16“ 
(30mm)

1-3/4“ 
(44mm)

2-3/4“ 
(70mm)

1/2“ (13mm) 
Switch mounting 

hole

Standard: 3”W x 4-3/4”H (76mm x 121mm) 
Narrow: 1-5/8”W x 4-3/4”H (41mm x 121mm) 
Key cylinder sold separately.

TD = Time delay

DMA = DPDT maintained

DMO = DPDT momentary

MA = SPDT maintained Optional

MO = SPDT momentary L = Bi-colour LED

960 – – – x

Optional N = Narrow faceplate 28 = Brushed Anodized Aluminum

*RO = Reset/Override marking 40 = Brushed Anodized Dark Bronze

Optional 
second 
swtich

MO = SPDT momentary

MA = SPDT maintained

DMO = DPDT momentary

DMA = DPDT maintained


