












Product Type Bullet Camera Dome
Camera

Fisheye
Camera

Product Image

Product Model VIGI C385DPS VIGI C385 VIGI C345ZI VIGI C345S VIGI C345-4G VIGI C345 VIGI C340S VIGI C245 VIGI C655I

Pixels 8MP, ColorPro 8MP, Full-Color 4MP, IR 4MP, ColorPro 4MP, Full-Color 4MP, Full-Color 4MP, ColorPro 4MP, Full-Color 5MP, IR

Image Sensor 1/1.8“ 1/2.7“ 1/2.7“ 1/1.8“ 1/3“ 1/2.7“ 1/1.8“ 1/2.7“ 1/2.7“ 

Aperture F1.0 F1.6 F1.6 F1.0 F1.6 F1.6 F1.0 F1.6 F2.0

Focal Length - 2.8/4mm 2.7 to 13.5mm, 5× 
Optical Zoom 4mm 4mm 2.8/4/6mm 4mm 2.8/4mm 1.4mm

Min. Illumination Color: 0.0005 Lux; 0 
Lux with White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.01 Lux; 0 Lux 
with IR

Color: 0.0005 Lux; 0 
Lux with White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.0005 Lux; 0 
Lux with White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.01 Lux; 0 Lux 
with IR

Video 
Compression H.265+/H.264+/ H.265/H.264

  Smart Detection† 

Human & Vehicle 

People & Vehicle 
Analytics* - - -

Facial 
Recognition* - - - - - -

People Counting - - - - - - -

WDR** 120dB 120dB 120dB 120dB 120dB 120dB 120dB 120dB 100dB

Built-in 
Microphone

Built-in Speaker -

microSD
Card Slot Yes, up to 512 GB

Network Ethernet Ethernet Ethernet Ethernet 4G, Ethernet Ethernet Ethernet Ethernet Ethernet

Protection IP67 IP67 IP67 IP67 IP66 IP67 IP67 IP67, IK10 IP67, IK10

Power Supply DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V; PoE

Product Type Turret Camera PT Camera

Product Image

Product Model VIGI C485PI VIGI C485 VIGI C455 VIGI C445ZI VIGI C445S VIGI C445 VIG C540V** VIGI C540S VIGI C540-4G

Pixels 8MP, IR 8MP, Full-Color 5MP, Full-Color 4MP, IR 4MP, ColorPro 4MP, Full-Color 4MP, Full-Color 4MP, ColorPro 4MP, Full-Color

Image Sensor 1/2.7“ 1/2.7“ 1/2.7“ 1/2.7“ 1/1.8“ 1/2.7“ 1/3“ 1/1.8“ 1/3“ 

Aperture F2.0 F1.6 F1.6 F1.6 F1.0 F1.6 F1.6 F1.0 F1.6

Focal Length 1.4mm 2.8/4mm 2.8/4mm 2.7 to 13.5mm, 5× 
Optical Zoom 4mm 2.8/4mm 4 to 12mm, 3× Mixed 

Zoom 4mm 4mm

Min. Illumination Color: 0.01 Lux; 0 Lux 
with IR

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.01 Lux; 0 Lux 
with IR

Color: 0.0005 Lux; 0 
Lux with White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Color: 0.0005 Lux; 0 
Lux with White Light

Color: 0.005 Lux; 0 Lux 
with IR/White Light

Video 
Compression H.265+/H.264+/ H.265/H.264

     Smart 
Detection† 

Human & Vehicle 

People & Vehicle 
Analytics* - - -

Facial 
Recognition* - - - - - -

People Counting - - - - - - - -

WDR** 120dB 120dB 120dB 120dB 120dB 120dB DWDR 120dB DWDR

Built-in 
Microphone

Built-in Speaker -

microSD
Card Slot Yes, up to 512GB

Network Ethernet Ethernet Ethernet Ethernet Ethernet Ethernet Ethernet Ethernet 4G, Ethernet

Protection IP67 IP67 IP67 IP67 IP67 IP67 IP66 IP66 IP66

Power Supply DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V; PoE DC 12V

* When both functions are enabled, only DWDR is supported. They cannot be enabled simultaneously. To use these functions, the device must be paired with an NVR that supports Smart Analysis.
**This product’s zoom function is achieved through hybrid zoom.
† Smart Detection refers to multiple AI detections and may vary based on product models and versions. AI detections include Abnormal Sound Detection, Scene Change Detection, Loitering Detection, Object Abandoned Detection, Object Removal Detection,
   Intrusion Detection, Line-Crossing Detection, Region Exiting Detection, Region Entering Detection, Vehicle Detection, and Human Detection.
‡



Product Type Network Video Recorder

Product Image

Product Model VIGI NVR4032H VIGI NVR2016H-16MP-4TB VIGI NVR2008H-8MP-2TB VIGI NVR1004H-4P-2TB 

Network Video
Access Bandwidth 320 Mbps 80 Mbps 80 Mbps 80 Mbps

Network Video Input 32 Channels 16 Channels 8 Channels 4 Channels

Network Interface 2× 1000Mbps 1× 1000Mbps 1× 100Mbps 1× 100Mbps

PoE Interface - 16× 10/100 Mbps PoE Budget 140W 
802.3 af/at

8× 10/100 Mbps PoE Budget 93W 
802.3 af/at

4× 10/100 Mbps PoE Budget 53W 
802.3 af/at

Video Compression H.265+/H.264+/H.265/H.264

Smart Analysis AI Search; Face Recognition by Cameras -

Decoding Capability 32-ch @720P, 16-ch @ 1080P 16-ch @ 720P, 2-ch @ 8MP 8-ch @ 2MP, 4-ch @ 4MP 4-ch @4MP

Recorded Resolution Up to 4K (8MP)

Video Interface 1× HDMI & 1× VGA
Independent Output 1× HDMI; 1× VGA 1× HDMI; 1× VGA 1× HDMI; 1× VGA

Hard Drive 4× SATA interfaces
(Max 10 TB for each)

2× SATA interfaces
(Max 10 TB for each, 4TB HDD Preinstalled)

2× SATA interfaces
(Max 10 TB for each, 2TB HDD Preinstalled)

1× SATA interfaces
(10TB Max, 2TB HDD Preinstalled)

eSATA - 1 1 -

Power Supply 100 to 240 VAC, 50 to 60 Hz; 1.5 A DC 53.5 V, 3.37 A DC 53.5 V, 2.43 A DC 53.5 V, 1.31 A

Product Type Network Video Decoder

Product Image

Product Model VIGI NVD6004

Video Input 2× 4K HDMI

Video Output 4× 4K HDMI

Total Video Decoding 8ch@12MP(30fps) / 16ch@8MP (30fps) /32ch@4MP (30fps) / 64ch@1080P 
(30fps) / 128ch@D1 (30fps)

Split Screen Access up to 4 screens and support any splicing

Video Format H.265+/H.265/H.264/MPEG4/MPEG2/MJPEG

Audio Format G.711A, G.711U

Network Interface 2× RJ45 interfaces

Management Supports VMS and Web GUI Management

Product Type Solar Power Supply System

Product Image

Product Model VIGI SP9030

Solar Panel Power 90W

Battery Capacity 31.2Ah@10.8V Ternary Lithium

OperatingTemperature Charging:  -30°C~45°C (With intelligent auxiliary heat)
Discharging:  -30°C~60°C (With intelligent auxiliary heat)

Panel Adjust Angle 5°/15°/25°/35°/45°/55°

Software Features Load Control, Battery Overtemperature Protection, Battery Level Display, Generation Power Display, Load Power Display, Generation Power and Load Power Statistics, Time Zone Selection, Region 
Selection, Daylight Savings, Firmware Remote Update, Remote Reboot 

Output Output 1&2: 9~12.6V/2A, Output 3: 12V/2A

Network Interface 1× RJ45 interface, 
10/100 Mbps adaptive

Protection IP66

Product Type Network Video Storage Server

Product Image

Product Model VIGI NVS8024

Hardware

• Processor: Intel multi-core processor
• Memory: 16GB
• Hard Disk Bays: 24
• Maximum Hard Drive Capacity: 16TB
• Hot Swap: Supported

Software
• Network Access Bandwidth: 3000Mbps
• Disk Array: RAID0/RAID1/RAID5/RAID6/RAID10
• Protocols: IPV4, DNS, ONVIF, SMB, FTP, ISCSI, RTSP, NTP, HTTP, TCP, VMS

Video Parameters
• Maximum Video Access Channels: 1024 Channels
• Video Compression: H.264, H.265, H.265+
• Video Resolutions: 8MP, 5MP, 4MP, 3MP, 1080P, UXGA, 720P, VGA, 4CIF, DCIF, 
2CIF, CIF, QCIF

Interfaces
• Video Output: 2× HDMI
• Console Interface: Yes, 1× RJ45
• Audio In/Out: Yes, 3.5mm ×2
• Network Interface: 2× 10/100/1000 Mbps Adaptive RJ45 Interfaces

TP-Link USA Corporation. 


